A510


The How To below shows the example for �IO Sen-R�IOB BaroPressure + GR�IOC WindSpeed and WindDirection�IOD Rain�


Connect the A733 via A720SC to the RTU


You might want to set the slot to 60 seconds to get a reading every 1 minute�use command slot 60 1


Set the time in UTC�time dd/mm/yyyy hh:mm:ss�EG. your time = 12:00:00 -> UTC = +4h �time 2/4/2010 16:00:00�NOTE: time without any parameter shows the actual time


Connect the A510 via the A510ycable to the RTU


Connect via the 0-modem cable to the A510,�you can use the same Hyperterminal settings as for the RTU.


press the black knob for 1 second;�the display shows A510 / Display Data


Turn the knob 1 step clockwise,�the display shows Administration


Press the knob,�the knob shows Administration / Save Data to MMC


Turn the knob 2 steps clockwise�the display shows Administration / Config via RS232


Pres the knob,�the display shows Config via RS232 / End and return


The Hyperterminal shows #�Press the Enter key, the terminal adds a blank line and shows #


Use now the commands below to create the additional sensors (STAPP commands)�and configure the sensors (SDINS commands) for the LCD for the sensor configuration��IOA - Temp/RH�IOB - BaroPressure 0.1V-2.5 V 500-1500mBar /SP-Lite�IOC - Windspeed/Winddirection�IOD - Rain, 0.1mm 


stapp "Rain01" "mm" 2 0 0.1 


stapp "BP1" "mbar" 2 458.3334 0.2543752


sdins i 1 6 0 


sdins i 0 7 1 


sdins i 7 11 2 


sdins i 3 12 3 


sdins i 4 13 4 


sdins u 0 4 5 


sdins u 1 10 6 


�see below the screen shot example of my terminal output�NOTE: this is an example .... and not your configuration!���


use the command below to set the timezone for localization��tzo -5 1 last sun 3 2:00 last sun 10 3:00


Press the knob once to leave the config mode


Turn the knob clockwise till it shows Administration / go back


Press the knob, the display shows A510 Display / Administration


Turn the knob counterclockwise until the Display shows �A510 Display / Display Data


Press the knob �the display starts now with the position 0 of the configuration = temperature��turn the knob to select the sensors to be displayed


NOTE: 


The Display will turn off after a certain time.


The configuration does not get lost, it's stored in the A510


Do not forget to set the time on the RTU





